




City of Fitchburg
Planning/Zoning Department
5520 Lacy Road
Fitchburg, WI 53711
(608-270-4200)

ARCHITECTURAL & DESIGN
REVIEW APPLICATION

Applicant/Contact Person:

Address: Phone Number of Contact Person:

City, State, Zip Code: Email of Contact Person:

Project Address: Lot: Subdivision:

Project Type: Multi-Family Commercial Industrial Other

New Addition

Impervious Surface Ratio (ISR): (City Standard: maximum 65% ISR)

All items listed below must be included with the application to be considered complete. If an item is not included with the
application, the applicant must provide in writing the basis for not including it. Building and site plans submitted to the
Fitchburg Plan Commission for architectural and design review shall contain the following information:

Site Data:
1. Lot or property dimensions.
2. Orientation (to north).
3. Adjacent highways, roads, drive, etc.
4. Existing natural features (rivers, ponds, wetlands).
5. Existing buildings and/or improvements.
6. Existing and proposed site drainage.
7. Utility plans, including main/lateral sizes and existing fire hydrants on site or within 300

feet of the site
8. ISR shall be indicated on all plans.
9. Stormwater management plans and details, including grading plan.
10. Lighting plan in footcandles and light fixture cut sheets.

Building:
1. Building size, configuration and orientation.
2. Distance from lot lines.
3. Distance from other buildings, improvements and natural features.
4. Location of well, septic tank, drainfield, etc. (if applicable)
5. Additional proposed additions or new structures, including trash/recycling enclosure(s).
6. Construction type (wood frame, structural steel, etc.).
7. Foundation type (full basement, slab on grade, etc.).
8. Number of levels.
9. Siding/exterior covering type, color, texture, etc.
10. Roof type (gable, hip, shed, flat, etc.) and pitch.
11. Roofing material type, color, texture, etc.
12. Exterior door and window location, size, type, etc.
13. Fire protection sprinklers or fire alarm systems.

Ingress, Egress, Parking:
1. Location of highway and road access points.
2. Location, size, configuration of drivers and walks.
3. Number, size, location of parking spaces.
4. Location of handicapped parking and accessible building entrances.
5. Bicycle rack(s).

*See originally approved plans (2012) for additional info

No wet utilities proposed for building

*See originally approved plans (2012) for additional info

*Impervious add of 143 SF or 0.003 acre, see originally approved plans 
(2012) for additional info 

Hy-Vee, Inc. (John Brehm)

5820 Westown Parkway 515-720-3556

West Des Moines, IA 50266 JBrehm@hy-vee.com

2920 Fitchrona Rd.

X

See Plans
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ARCHITECTURAL AND DESIGN REVIEW APPLICATION
Page 2

Landscaping:
1. Location, species, size of existing trees, shrubs, and plantings.
2. Location, species, size of proposed plantings.
3. Location and size of all paved, seeded/sodded and gravelled areas.
4. Location of all retaining walls, fences, berms and other landscape

features.

*It is highly recommended that an applicant hold at least one neighborhood meeting prior to submitting
an ADR application to identify any concerns or issues of surrounding residents.

The preceding information is considered to be the minimum information for submission, and the City may require
additional information for its review. Any interpretations provided by city officials as the result of submitting the
attached information are based on the submitted plans, and any plan changes, may affect the interpretations.

It is the responsibility of the owner/applicant to insure compliance with all local and state requirements. The below
signed applicant acknowledges the above information and hereby submits the attached information for the City’s
Architectural and Design Review Process.

Signed: Date:
Applicant or Authorized Agent

*** Application shall be accompanied by one (1) sets of full-size plans, two (2) sets no larger than 11"x17", and
one (1) pdf document of the complete submittal to planning@fitchburgwi.gov. Applications are due at least 4
weeks prior to the desired Plan Commission Meeting. The time frame assumes a complete set of plans is
provided, and if it is not provided the Plan Commission date will be adjusted.

FOR CITY USE ONLY

Date Received: Plan Commission Date:

Comments:

*See originally approved plans (2012) 
for additional info
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✘
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See Letter of Intent for Applicant Signature June 23, 2020



 

Hy-Vee, Inc. 

5820 Westown Parkway, West Des Moines, Iowa  50266 

Phone:  (515) 267-2800 

 

Lisa McNabola 

Associate Planner 

City of Fitchburg 

5520 Lacy Road 

Fitchburg, WI 53711 

 

RE: HY-VEE AISLES ONLINE PICK UP POINT LETTER OF INTENT 

 

Dear Ms. McNabola: 

 

We are pleased to submit the attached site plans and building elevations for our proposed Aisles 

Online Pick Up point at the Fitchburg Hy-Vee. We have been working on how to better serve our 

customers with online grocery ordering, delivery, and pickup over the past several years. We were 

working with order volumes that could be easily accommodated with several dedicated parking stalls 

prior to the COVID-19 disruption. In a matter of a week, we went from processing 50 to 60 online 

orders each day to processing hundreds of orders per hour each day. To provide room to stage the 

orders and get traffic away from the front of our stores, we set a portable office in our parking lot to 

hold customer orders for pickup. 

 

We anticipate a steady increase in online orders in the coming years. We are requesting approval to 

install a permanent installation for pick up service in our parking lot. Attached please find the 

proposed elevations of the facility and canopy that will anchor this location. The pick up point has 

been located away from the store to avoid traffic conflicts along the front of the store and in the 

parking lot. The storage area is to hold orders right before pick up. The canopy acts as both a 

wayfinding device for customers and shelter from the elements for our employees as they load 

vehicles with groceries. 

 

To date, we’ve learned that online orders are an offset to the number of trips to the store. We may see 

the same total number of trips to the store, but roughly ten percent of those trips are online orders. The 

online orders do not need a parking space in the lot, thus reducing our needed parking count. Orders 

are processed in incremental time slots to control the number of trips coming to the store. We are 

seeing our peak hours between 4 pm and 6 pm as customers pick up their groceries on the way home 

from work. Typical hours of operation are from 8 am to 10 pm, but may be less based on demand at a 

location. 

 

We look forward to working with the City to make this a successful program. If you have any 

questions or need additional information, please feel free to write or call. 

 

Sincerely, 

 

 

John Brehm 

Director, Site Planning 

 

Enclosures 

 

Cc: Phil Hoey, Hy-Vee, Inc. 

 Justin Frahm, JSD 

File 



LANDSCAPE ARCHITECT

JSD PROFESSIONAL SERVICES, INC.

161 HORIZON DRIVE, SUITE 101

VERONA, WI 53593

608-848-5060

Toll Free (800) 242-8511

SITE CONSTRUCTION DOCUMENT PACKAGE PLANS ISSUED

HY-VEE FITCHBURG #1  

2920 FITCHRONA ROAD

FITCHBURG, WI 53719

ONLINE AISLES KIOSK 

EMPLOYEE                OWNED FOOD STORES

OWNER/DEVELOPER

HY-VEE, INC.

5820 WESTOWN PARKWAY

WEST DES MOINES, IOWA

515-267-2800

CIVIL ENGINEER

JSD PROFESSIONAL SERVICES, INC.

161 HORIZON DRIVE, SUITE 101

VERONA, WI 53593

608-848-5060

REGULATORY AGENCIES

CITY ADMINISTRATOR

PATRICK MARSH

608-270-4209

CITY ENGINEER/PUBLIC WORKS

BILL BALKE

608-270-4264

FIRE CHIEF

JOE PULVERMACHER

608-278-2980

POLICE CHIEF

CHAD BRECKLIN

608-270-4300

UTILITY CONTACTS

DIGGER'S HOTLINE

800-242-8511

GAS

MADISON GAS & ELECTRIC

608-252-5618

ELECTRIC

ALLIANT ENERGY

608-845-1148

TELEPHONE/CABLE

AT&T

608-252-2432

SITE LOCATION MAP
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C3.1 EROSION CONTROL PLAN

C4.0 UTILITY PLAN

C5.0 CONSTRUCTION DETAILS
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AS NOTED

DEMOLITION NOTES

1. REMOVAL OR ABANDONMENT OF PUBLIC UTILITIES SHALL

BE FULLY COORDINATED WITH APPROPRIATE UTILITY

SUPPLIER AND REGULATORY AGENCIES.

2. ALL CONSTRUCTION/DEMOLITION DEBRIS SHALL BE

DISPOSED OF OR RECYCLED OFF SITE IN FULL COMPLIANCE

WITH CURRENT ENVIRONMENTAL REGULATIONS.

3. PROTECT ADJACENT PROPERTY DURING DEMOLITION.

4. PROTECT EXISTING UTILITIES WHICH ARE TO REMAIN.

THE LOCATIONS OF ALL UTILITIES INDICATED ON THE PLANS

ARE TAKEN FROM EXISTING RECORDS. THE EXACT

LOCATION AND ELEVATION OF ALL UTILITIES MUST BE

DETERMINED BY THE CONTRACTOR. IT SHALL BE THE DUTY

OF THE CONTRACTOR TO ASCERTAIN WHETHER ANY

ADDITIONAL FACILITIES OTHER THAN THOSE SHOWN MAY

BE PRESENT.

5. REMOVE ALL DESIGNATED STREETS, DRIVEWAYS, ETC. IN

THEIR ENTIRETY. BACKFILL ALL EXCAVATIONS WITH

COHESIVE MATERIAL COMPACTED TO 98% STANDARD

PROCTOR DENSITY. BACKFILLING TO BE OBSERVED BY

GEOTECHNICAL ENGINEER EMPLOYED BY OWNER.

6. DEMOLITION NOTES AS SHOWN ON THE PLAN ARE NOT

ALL INCLUSIVE. CONTRACTOR TO ABANDON IN PLACE OR

REMOVE AND DISPOSE OF ALL EXISTING SITE

IMPROVEMENTS ABOVE AND BELOW GROUND TO COMPLY

WITH THE GENERAL INTENT OF THIS DOCUMENT.

7. CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING

ALL UTILITIES PRIOR TO CONSTRUCTION, BOTH PUBLIC AND

PRIVATE.

8. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING

AND SALVAGING ANY IRRIGATION COMPONENTS AND

ADJUSTING IRRIGATION AS REQUIRED FOR OPERATION ON

REMAINDER OF SITE DURING CONSTRUCTION.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR

COORDINATING SITE DEMOLITION PRIOR TO

CONSTRUCTION.

LEGEND
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LEGEND

SIGNAGE AND STRIPING SPECIFICATIONS:

1. PAINT TRAFFIC DIRECTION ARROWS AND PARKING STRIPES "TRAFFIC YELLOW".

2. PAINT SHALL BE LEAD FREE WATERBORNE TRAFFIC AND HIGHWAY MARKING PAINT

UC-3586 YELLOW AS MANUFACTURED BY DIAMOND VOGEL PAINTS OR EQUIVALENT.

3. PROVIDE FOUNDRY GRADE SILICA SAND THAT MEETS A 50/60 GRADED SAND WHEN

TESTED ACCORDING TO ASTM C-136 OR GLASS BEADS THAT MEET FEDERAL

SPECIFICATION TT-B-1325, TYPE I, GRADATION A.

4. BEFORE APPLICATION OF PAINT, PAINTING SURFACE MUST BE DRY AND FREE FROM

DIRT, GREASE, OIL, OR OTHER MATERIAL THAT WOULD REDUCE THE BOND BETWEEN

THE PAVEMENT AND PAINT.  CLEAN THE AREA TO BE PAINTED BY SWEEPING OR

COMPRESSED AIR.

5. APPLY PAINT AT LOCATIONS, DIMENSIONS, AND SPACING SHOWN ON THE PLANS.

6. MIX PAINT IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS AND APPLY AT

THE RATE OF 115 SF/GALLON.  THE ADDITION OF THINNER WILL NOT BE PERMITTED.

7. APPLY SILICA SAND AT 4LBS/GALLON OF PAINT IMMEDIATELY AFTER THE APPLICATION

OF PAINT.  SILICA SAND SHALL ADHERE TO THE CURED PAINT PRIOR TO FINAL

ACCEPTANCE AND PAYMENT.

8. TREAT GLASS BEADS WITH ADHESION PROMOTING COATINGS AS SPECIFIED BY THE

PAINT MANUFACTURER.  APPLY GLASS BEADS AT 7LBS/GALLON OF PAINT IMMEDIATELY

AFTER THE APPLICATION OF PAINT.  GLASS BEADS SHALL ADHERE TO THE CURED PAINT

PRIOR TO FINAL ACCEPTANCE OF PAYMENT.

9.  PROTECT ALL MARKINGS FROM DAMAGE UNTIL PAINT IS DRY.

1. PROTECT EXISTING STRUCTURES AND ADJACENT PROPERTY DURING CONSTRUCTION.

2. PROTECT EXISTING UTILITIES DURING CONSTRUCTION.

3. THE LOCATIONS OF ALL UTILITIES INDICATED ON THE PLANS ARE TAKEN FROM EXISTING

RECORDS. THE EXACT LOCATION AND ELEVATION OF ALL UTILITIES MUST BE DETERMINED

BY THE CONTRACTOR. IT SHALL BE THE DUTY OF THE CONTRACTOR TO ASCERTAIN

WHETHER ANY ADDITIONAL UTILITIES OTHER THAN THOSE SHOWN ON THE PLAN MAY BE

PRESENT.

4. ALL DIMENSIONS TO BACK-OF-CURB UNLESS NOTED OTHERWISE. ALL DIMENSIONS TO

BE FIELD VERIFIED.

5. ALL SLOPES IN PAVEMENT SHALL BE UNIFORM TO AVOID PONDING.

6. FINISH GRADES SHOWN ARE TO TOP OF PAVING, SIDEWALKS, OR FINISH GRADE.

7. STAGING LOCATION FOR CONSTRUCTION EQUIPMENT AND MATERIALS TO BE

COORDINATED WITH AND APPROVED BY THE OWNER.

PAVEMENT SPECIFICATIONS

ASPHALT:

1. TACK COAT.  REFER TO IOWA SUDAS SPECIFICATIONS:

A. PG 66-22

2. APPLY TACK COAT AT .08 GSY RESIDUAL RATE ON CLEAN, DRY SURFACE FREE OF

LOOSE PARTICLES PRIOR TO PLACING HMA MIX.

3. HOT MIX ASPHALT. REFER TO IOWA SUDAS SPECIFICATIONS:

A. SUBMIT MIX DESIGN FOR APPROVAL

B. HMA STANDARDS TRAFFIC (ST) SURFACE: 

1

2

", PG 58-28H

C. MAXIMUM RAP: 20%

4. PLACE THE HMA MIXTURE IN THE NUMBER OF LIFTS REQUIRED TO PRODUCE THE

REQUIRED THICKNESS.  THE COMPACTED THICKNESS OF THE TOP LIFT SHALL NOT

EXCEED 2 INCHES.

5. PLACE SUCCEEDING LIFTS OF HMA AS SOON AS THE PREVIOUS LIFT HAS BEEN

COMPACTED.

6. COMPACT EACH LIFT TO 92-96% DENSITY.  VERIFY DENSITY BY PROVIDING CORES PER

OWNERS TESTING AGENCY.

PARKING COUNTS:

SITE REQUIREMENT: 342 STALLS (PLAN COMMISSION - FEB 2012)

CURRENT SITE: 411 STALLS

-14 STALLS FOR CART CORRALS

-31 STALLS FOR GROCERY PICKUP KIOSK

+8 STALLS UNDER GROCERY PICKUP CANOPY

PROPOSED SITE: 374 STALLS
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AS NOTED

LEGEND

GRADING NOTES

1. PROVIDE AND MAINTAIN EROSION CONTROL DEVICES WHERE SHOWN

ON PLANS.  DEVICES TO REMAIN IN PLACE UNTIL PAVEMENT AND

INTAKES ARE CONSTRUCTED AND UNTIL A LAWN IS ESTABLISHED.

3. IN AREAS TO RECEIVE ADDITIONAL FILL OVER EXISTING FILL

MATERIALS, REMOVE TOP 12" OF MATERIAL AND SCARIFY AND

RECOMPACT THE NEXT 9" OF RESULTING SUBGRADE. COMPACT TO 95%

STANDARD PROCTOR DENSITY. SUBSEQUENT FILL TO BE COMPACTED

TO 95% STANDARD PROCTOR DENSITY TO WITHIN 1.0' OF FINAL

SUBGRADE. THE FINAL 1.0' OF FILL TO BE COMPACTED TO 98%

STANDARD PROCTOR.

4. SCARIFY AND RECOMPACT THE TOP 9" OF SUBGRADE IN ALL CUT

AREAS AFTER ROUGH GRADING IS COMPLETED.  COMPACT THE ENTIRE

PAVING AND BUILDING SUBGRADE TO 95% STANDARD PROCTOR

DENSITY TO WITHIN 1.0' OF FINAL SUBGRADE. THE FINAL 1.0' OF FILL TO

BE COMPACTED TO 98% STANDARD PROCTOR.

5. PROVIDE MINIMUM OF 1.0' OF COMPACTED NON-EXPANSIVE COHESIVE

SOIL BENEATH ALL PAVEMENTS.

6. ALL FILL AND BACKFILL MATERIALS SHALL BE APPROVED BY THE

SOILS ENGINEER. PLACE ALL FILLS IN LIFTS OF NINE INCHES OR LESS

LOOSE THICKNESS. ALL FILL SHALL BE PLACED BETWEEN 1% BELOW

AND 4% ABOVE OPTIMUM MOISTURE CONTENT.

7. FINISH CONTOURS SHOWN ARE TO TOP OF PAVEMENT OR TO TOP OF

TOPSOIL. SEE BUILDING PLANS AND CONSTRUCTION DETAILS FOR

FINISHED SUBGRADE BELOW FINISHED FLOOR AND PAVEMENT

SECTIONS.

8. SCARIFY SUBGRADE TO DEPTH OF 3" WHERE TOPSOIL IS SCHEDULED.

SCARIFY IN AREAS WHERE EQUIPMENT USED FOR HAULING AND

SPREADING TOPSOIL HAS CAUSED COMPACTED SUBSOIL.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL UTILITIES

PRIOR TO CONSTRUCTION, BOTH PUBLIC AND PRIVATE.

10. SPOT ELEVATIONS ARE SHOWN AT TOP OF FINISH GRADE, ADD 6" TO

ELEVATIONS IN PAVED AREAS TO FIND TOP OF CURB ELEVATIONS.
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LEGEND

EROSION CONTROL NOTES

1. DISTURB THE LEAST AREA POSSIBLE TO COMPLETE THE SCOPE OF

THE PROJECT.

2. ALL SEDIMENT AND EROSION CONTROL PRACTICES WILL BE

INSPECTED AT LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS AND

AFTER ANY STORM EVENT OF GREATER THAN 0.5 INCHES OF

PRECIPITATION DURING ANY 24-HOUR PERIOD BY RESPONSIBLE

PERSONNEL. ANY NECESSARY REPAIRS OR CLEANUP TO MAINTAIN THE

EFFECTIVENESS OF THE BEST MANAGEMENT PRACTICES SHALL BE

MADE IMMEDIATELY.

4. INSPECTIONS ARE THE RESPONSIBILITY OF THE CONTRACTOR.

COPIES OF THE INSPECTION FORMS SHALL BE SENT TO HY-VEE.

5. FOLLOWING SOIL DISTURBANCE, PERMANENT OR TEMPORARY

STABILIZATION SHALL BE COMPLETED WITHIN SEVEN (7) CALENDAR

DAYS TO THE SURFACE OF ALL PERIMETER SEDIMENT CONTROLS,

TOPSOIL STOCKPILES, AND ANY OTHER DISTURBED OR GRADED AREAS

ON THE PROJECT SITE WHICH ARE NOT BEING USED FOR MATERIAL

STORAGE, OR ON WHICH ACTUAL EARTH MOVING ACTIVITIES ARE BEING

PERFORMED.

6. SOIL STABILIZATION SCHEDULE TEMPORARY SEEDING WITH OATS - 2

TO 3 BUSHELS PER ACRE - AND MULCH ALL SLOPES 4:1 AND STEEPER

WILL BE INITIATED ON ALL DISTURBED AREAS WHERE CONSTRUCTION

ACTIVITY WILL NOT OCCUR FOR A PERIOD OF MORE THAN 21 CALENDAR

DAYS BY THE 14TH DAY AFTER CONSTRUCTION ACTIVITY HAS

PERMANENTLY OR TEMPORARILY CEASED. THIS SEQUENCE SHALL

REPEAT AS GROUND COVER IS REMOVED BY SUBSEQUENT

CONSTRUCTION ACTIVITY.

7. GENERAL CONTRACTOR SHALL IMPLEMENT ALL POLLUTION PLAN

ACTIVITY WITH THE ASSISTANCE OF THE UTILITY SUBCONTRACTORS,

BUILDING CONTRACTORS AND SUPPLIERS.

8. APPLY FREQUENT LIGHT WATERING TO GROUND SURFACE, AS

REQUIRED TO CONTROL DUST.

9. UPON COMPLETION AT CONSTRUCTION, SOD ALL DISTURBED AREAS

PER PROJECT SPECIFICATIONS.

10. MAINTENANCE OF ALL TEMPORARY AND PERMANENT EROSION

CONTROL MEASURES IS THE RESPONSIBILITY OF THE CONTRACTOR

AND/OR SUBCONTRACTORS. CLEANING OF CONTROL DEVICES SHALL

BEGIN WHEN THEY HAVE LOST 50% OF THEIR CAPACITY.

11. LOCATION OF SOLID WASTE CONTAINER AND PORTABLE RESTROOM

TO BE SPECIFIED BY CONTRACTOR.

12. WHERE CONSTRUCTION VEHICLE ACCESS ROUTES INTERSECT

PAVED PUBLIC ROADS, PROVISIONS SHALL BE MADE TO MINIMIZE THE

TRANSPORT OF SEDIMENT BY VEHICULAR TRACKING ONTO THE PAVED

SURFACE. WHERE SEDIMENT IS TRANSPORTED ONTO A PUBLIC ROAD

SURFACE, THE ROAD SHALL BE CLEANED THOROUGHLY AT THE END OF

EACH DAY. SEDIMENT SHALL BE REMOVED FROM THE ROADS BY

SHOVELING OR SWEEPING AND TRANSPORTED TO A SEDIMENT

CONTROL DISPOSAL AREA. STREET WASHING SHALL BE ALLOWED ONLY

AFTER SEDIMENT IS REMOVED IN THIS MANNER. THIS PROVISION SHALL

APPLY TO INDIVIDUAL SUBDIVISION LOTS AS WELL AS TO LARGER LAND

DISTURBING ACTIVITIES.

13. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES

SHALL BE REMOVED WITHIN 30 DAYS AFTER FINAL SITE STABILIZATION

OR AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED,

UNLESS OTHERWISE AUTHORIZED BY THE IMPLEMENTING AGENCY.

TRAPPED SEDIMENT AND THE DISTURBED SOIL AREAS RESULTING

FROM THE DISPOSITION OF TEMPORARY MEASURES SHALL BE

PERMANENTLY STABILIZED TO PREVENT FURTHER EROSION AND

SEDIMENT.

14. LIMIT DUST GENERATION BY CLEARING ONLY THOSE AREAS WHERE

IMMEDIATE ACTIVITY WILL TAKE PLACE, LEAVING THE REMAINING

AREA(S) IN THE ORIGINAL CONDITION, IF STABLE.  MAINTAIN THE

ORIGINAL GROUND COVER AS LONG AS PRACTICAL.  VEGETATE OR

MULCH AREAS WITH EXPOSED SOILS THAT WILL NOT RECEIVE VEHICLE

TRAFFIC.  IN AREAS WHERE PLANTING, MULCHING OR PAVING IS

IMPRACTICAL, APPLY GRAVEL OR LANDSCAPING ROCK.  ADD SURFACE

GRAVEL TO REDUCE THE SOURCE OF DUST EMISSION.  LIMIT THE

AMOUNT OF FINE PARTICLES (THOSE SMALLER THAN 0.075MM) TO 10 TO

20 PERCENT.  SPRINKLE THE SITE WITH WATER UNTIL SURFACE IS WET.

REPEAT AS NEEDED TO PREVENT CARRYOUT OF MUD ONTO STREET.

USE VACUUM STREET SWEEPERS TO SWEEP UP ANY TRACKED

SEDIMENT.  REMOVE MUD AND OTHER DIRT PROMPTLY SO IT DOES NOT

DRY AND THEN TURN INTO DUST.   LIMIT DUST CAUSING WORK ON

WINDY DAYS.

OWNER

HY-VEE, INC.

5820 WESTOWN PARKWAY

WEST DES MOINES, IOWA, 50266

AREA TO BE DISTURBED:  0.006 AC OR 267 SF

NEW IMPERVIOUS AREA: 0.003 AC OR 143 SF
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UTILITY NOTES

1. PROTECT EXISTING UTILITIES WHICH ARE TO REMAIN. THE LOCATIONS

OF ALL UTILITIES INDICATED ON THE PLANS ARE TAKEN FROM EXISTING

RECORDS. THE EXACT LOCATION AND ELEVATION OF ALL UTILITIES

MUST BE DETERMINED BY THE CONTRACTOR. IT SHALL BE THE DUTY OF

THE CONTRACTOR TO ASCERTAIN WHETHER ANY ADDITIONAL

FACILITIES OTHER THAN THOSE SHOWN ON THE PLAN MAY BE PRESENT.

2. SEE DETAILS FOR UTILITY TRENCH CONSTRUCTION REQUIREMENTS.

GEOTECHNICAL ENGINEER TO OBSERVE UTILITY TRENCH BACKFILL AND

COMPACTION PROCEDURES.

SITE LIGHTING NOTES

1. NOTIFICATION: CONTRACTOR SHALL NOTIFY HY-VEE A MINIMUM OF 60

DAYS PRIOR TO THE ANTICIPATED DATE OF INSTALLATION.

2. MATERIAL: OWNER WILL PURCHASE SITE LIGHTING MATERIALS.

THOSE MATERIALS INCLUDE THE FOLLOWING: FIXTURES WITH LAMPS,

TENON, POLE, ANCHOR BOLTS AND ANCHOR BOLT TEMPLATE. THE

GENERAL CONTRACTOR IS RESPONSIBLE FOR RECEIVING, UNLOADING,

AND VERIFYING QUANTITIES AND CONDITIONS OF THESE MATERIALS.

INSPECT ALL PACKAGES FOR EXTERIOR DAMAGE BEFORE THE CARRIER

LEAVES THE SITE, AND NOTIFY OWNER'S REPRESENTATIVE WITH

INFORMATION ON THE SHIPMENT. RETURN A COPY OF THE PACKING

LIST TO HY-VEE WITHIN SEVEN DAYS AFTER RECEIPT OF THE

MATERIALS WITH NOTES REGARDING ANY DAMAGED GOODS OR THE

LACK OF DAMAGE.

3. STORAGE OF MATERIALS: THE CONTRACTOR SHALL BE RESPONSIBLE

FOR STORAGE AND PROTECTION OF ALL SITE LIGHTING MATERIALS,

AND FOR INSTALLATION OF A FUNCTIONING SYSTEM WHICH MEETS

HY-VEE'S APPROVAL.

4. CONDUIT AND WIRE: CONDUIT AND WIRE FOR SITE LIGHTING SHALL

BE SIZED BY THE GENERAL CONTRACTOR AND APPROVED BY HY-VEE.

5. TESTING: A MINIMUM OF 30 DAYS BEFORE THE ONLINE AISLES

OPENING, THE CONTRACTOR SHALL CONDUCT A 100 HOUR

CONSECUTIVE TEST OF THE SITE LIGHTING SYSTEM. THIS IS INTENDED

TO EXPOSE BURNED OUT LAMPS OR OTHER PROBLEMS WHILE

ELECTRICIANS AND EQUIPMENT ARE STILL ON SITE. HY-VEE SHALL BE

NOTIFIED WITH THE RESULTS OF THIS TEST AS SOON AS POSSIBLE SO

REPLACEMENT MATERIALS CAN BE OBTAINED IF NECESSARY.

6. WIRING INFORMATION: SEE SHEET E-1 FOR CIRCUIT AND PANEL

ASSIGNMENTS. A WIRING DIAGRAM FOR THE PARKING LOT LIGHTS IS

REQUIRED FOR FUTURE REFERENCE. MAKE EDITS ON SITE UTILITY PLAN

AND RETURN TO OWNER WITH AS-BUILT NOTES.

7. REFER TO FIXTURE AND POLE BASE DETAIL.

LEGEND
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QTY BOTANICAL NAME SIZE ROOT NOTES

DECIDUOUS TREES

Acer x freemanii 'Jeffersred'

2.5" CAL. B&B SINGLE STRAIGHT LEADER
AUTUMN BLAZE MAPLE

Celtis occidentalis

2.5" CAL. B&B SINGLE STRAIGHT LEADER
COMMON HACKBERRY

Gleditsia triacanthos var. inermis 'Skyline'

2.5" CAL. B&B SINGLE STRAIGHT LEADER
SKYLINE HONEYLOCUST

Maackia amurensis 'Summertime'

2.5" CAL. B&B SINGLE STRAIGHT LEADER
SUMMERTIME AMUR MAACKIA

Quercus macrocarpa

2.5" CAL. B&B SINGLE STRAIGHT LEADER
SWAMP WHITE OAK

Syringa reticulata 'Ivory Silk'

2.5" CAL. B&B SINGLE STRAIGHT LEADER
JAPANESE TREE LILAC

Ulmus 'Patriot'

2.5" CAL. B&B SINGLE STRAIGHT LEADER
PATRIOT ELM

106 TOTAL DECIDUOUS TREES

EVERGREEN TREES

Pinus nigra

6' HT. B&B UNIFORM FULL TREE
AUSTRIAN PINE

Picea glauca densata

6' HT. B&B UNIFORM FULL TREE
BLACK HILLS SPRUCE

41 TOTAL EVERGREEN TREES

SHRUBS AND VINES

Aronia melanocarpa 'Morton'

#5 GAL. CONT
IROQUOIS BEAUTY CHOKEBERRY

Cornus sericea

#5 GAL. CONT
REDOSIER DOGWOOD

Diervilla sessilifolia 'Butterfly'

#5 GAL. CONT
BUTTERFLY BUSH HONEYSUCKLE

Ligustrum obtusifolium

#5 GAL. CONT
BORDER PRIVET

Parthencissus quinquefolia 'Engelmannii'

#2 GAL. CONT
ENGELMAN IVY

Rhus aromatica 'Gro-low'

#5 GAL. CONT
GRO-LOW FRAGRANT SUMAC

Rosa 'Nearly Wild'

#2 GAL. CONT
NEARLY WILD ROSE

Syringa patula 'Miss Kim'

#5 GAL. CONT
MISS KIM LILAC

Taxus x media 'Taunton'

#5 GAL. CONT
TAUNTON YEW

Viburnum lantana 'Mohican'

#5 GAL. CONT
MOHICAN VIBIURNUM

483 TOTAL SHRUBS AND VINES

PERENNIALS AND ORNAMENTAL GRASSES

301
Calamagrostis acutiflora 'Karl Foerster'

#1 GAL. CONT
FEATHER REED GRASS

357
Hemerocallis 'Rosy Returns'

#1 GAL. CONT
ROSY RETURNS DAYLILY

778 TOTAL PERENNIALS AND GRASSES

PLANT SCHEDULE

KEY

31

65

TM

VL

65

56

RN

SP

17

48

PQ

RA

26

65

DS

LO

74

36

AM

CS

18

23

PN

PG

9

18

SR

UP

9

10

MA

QM

21

19

CO

GT

20AF

CA

HR

LEGEND

120
Ajuga reptans 'Bronze Beauty'

#4 pot
BRONZE BEAUTY BUGLEWEED

AR















                                                                                                                             

 
 

MEMORANDUM 
 

CITY OF FITCHBURG 
PLANNING DEPARTMENT 

5520 LACY ROAD 
FITCHBURG, WI 53711 

(608) 270-4200 
FAX: (608) 270-4275 

EMAIL: planning@city.fitchburg.wi.us 
 

 
TO:  Plan Commission 
FROM:              Tom Hovel, Zoning Administrator/City Planner  
  Susan Sloper, Community Planner  
DATE:  February 16, 2012 
SUBJECT: February 21, 2012 Plan Commission Items 

 
 
4.   Public Hearing and Consideration of Conditional Use Permit request CU-1913-12 by Ken 

Dickson of Johnson Bank for a retail grocery store at property associated with 2920 Fitchrona 

Road, Lot 5 Orchard Pointe. 

AND 

5. Architectural Design Review request by John Brehm of Hy-Vee Inc for 84,425 sq ft building and 

site improvements at property associated with 2920 Fitchrona Road, Lot 5 Orchard Pointe. 

 
Site Details:  
Acres: ~8.1 
Existing Use: Vacant 
Current Zoning: B-H 
 
Background & Application Description: 
Applicant is requesting a conditional use permit approval to 
allow for a 24 hour retail grocery store and also Architectural 
Design Review for a 85,390 sq ft  Hy-Vee store at 2920 
Fitchrona Road.   
 
Consistency with Fitchburg Comp Plan: 
Future Land Use Plan: BUS (Business) 
 
Staff Evaluation: 
The proposed store will face north with parking predominantly in front of the store.  The front elevation 
provides significant glass, for a “big box”.  A large retaining wall exists on the east side of the property, 
and permission from the owner of a strip of land is being obtained to construct the wall.  Planning staff, as 
well as other departments, made a number of comments on the plan set.  For planning comments, 
additional information has been provided or satisfactory comments received.   
 
A few issues exist of which the Plan Commission should be cognizant.  First, the resolution approving the 
amendment to the Comprehensive Development Plan required the applicant to submit written, but not 
recorded, document obtaining open space credits from outlot 3 or outlot 4 of the Orchard Pointe Plat 
prior to submitting a request for architectural and design approval. This has not been accomplished.  At 
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Hy-Vee’s request, however, staff has processed the applications, but has informed Hy-Vee that action on 
the ADR cannot be taken until the written open space document has been received.  Until it is received, 
the condition of the CDP resolution has not been met.  Architectural approval is the last of the steps 
before solely administrative permitting actions take over.   
 
The applicants also need to obtain a variance for two driveway approaches on two different public streets.  
One is the main entry drive along Fitchrona Road and the other is the easterly of the two access points to 
Limestone Lane.  Staff is hopeful the Board of Appeals will consider the variance application on Monday, 
February 20.  An access sidewalk to Fitchrona Road is provided to handle pedestrian traffic, but 
applicants did not wish to provide easier pedestrian access from the private drive.  Unfortunately, good 
pedestrian linkage is not provided to the store through the site from uses north of the private drive.  A 
linear outdoor sales area is noted on the plans next to the front of the building east of the main entry 
toward the bike parking racks.   
 
According to the site plan, 411 parking auto parking spaces and 24 bicycle parking spaces are provided.  
284 auto spaces are required by ordinance, but 342 by the CDP (the CDP set a level of 4.0 stalls per 1,000 
sq ft). Because cart corrals have not been identified (they are located by the store manager) there will 
likely be a decline in number of parking stalls.  They are well above the minimum required by the CDP, 
and no problem should be posed.   The bicycle and pedestrian plan asks for 1 bike stall for every 10 auto 
parking stalls—so 40 bike parking spaces is requested for the project by that plan.  They are 16 bike 
parking stalls short of that required by the Bike/Pedestrian Plan.   
 
Mechanical units are located on the rooftop and screening is provided.  Refuse material is handled at rear 
of the building toward Fitchrona in the west loading docks.  Staff questioned the suitability of screening 
of this area, but the applicant feels it will be sufficient.  Photos of equipment show a bright color, and 
staff would prefer the color be neutral or to match the part of the building they adjoin.  A note has been 
placed on the plans that to have the compactors painted a color that match the building. 
 
A separate liquor license will be required to be issued by the Common Council, and that license will set 
alcohol sale hours.  Hy-Vee has a separate exterior entrance to alcohol sales area which is west of the 
main grocery entrance.  Other than alcohol sales, the main grocery store is proposed to be open 24 hours a 
day.  Staff has not heard objection to the hours from any city department. 
 
Staff Recommendation: 

Motion #1:  Conditional Use Permit 
1. No other permit or approval is waived or deemed satisfied except for the conditional use 

permit approval herein provided. 
2. Variance for the Fitchrona Road and east Limestone Lane access shall be obtained from 

the Board of Appeals. 
3. Location of cart corrals shall not take parking stalls below the 342 stalls required by the 

CDP. 
4. If not obtained, applicant shall obtain the required open space credits from outlot 3 or 4 

Orchard Pointe. 
5. Applicant shall pay the cost of installation, operation and maintenance of the traffic 

signal required at Fitchrona Road—Hy-Vee driveway intersection. 
 

Motion #2: Architectural Design Review 
If the open space credit agreement has been provided, the Plan Commission may consider acting on this 
request and staff recommends the following conditions. 

1. No other permit or approval is waived or deemed satisfied except for the conditional use 
permit approval herein provided. 
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2. Variance for the Fitchrona Road and east Limestone Lane access is obtained from the 
Board of Appeals. 

3. Review and acceptance of the open space credit agreement by the City Attorney, and 
recording of such agreement. 

4. Location of cart corrals shall not take parking stalls below the 342 stalls required by the 
CDP. 

 
Attachments: 

� CU-1913-12 and ADR applications 
 
 

6. Public Hearing and Consideration of rezoning request RZ-1911-11 by Don Bussan to amend the 

Planned Development District – Specific Implementation Plan (PDD-SIP) zoning to allow for an 

additional volleyball court, expanded decking and site improvements at property associated 

with 6285 Nesbitt Road, Lot 3 CSM 9636. 
AND 

7. Architectural Design Review request by Don Bussan for an additional volleyball court, expanded 

decking, and site improvements at property associated with 6285 Nesbitt Road, Lot 3 CSM 

9636. 
 
Site Details:  
Acres: ~3.5 
Existing Use: Bowling alley  
Current Zoning: PDD-SIP 
 
Background & Application Description: 
Applicant is requesting approval to add a volleyball court, 
expand decking and other site improvements including a 
fence and retaining wall at property associated with 6285 
Nesbitt Road, the location of Ten Pin Bowling Alley.   
 
Consistency with Fitchburg Comp Plan: 
Future Land Use Plan: BUS (Business) 
 
Application is consistent with the Comprehensive Plan. 
 
Staff Evaluation: 
Public Works reviewed the application and required a street tree waiver.  The trees shown on the original 
plans for the project showed street trees along Nesbitt Road that were never planted.  The applicant has 
already filed this waiver and provided to public works. 
 
Fire Department commented that there are no issues with the proposed deck; however, if it is enclosed or 
a roof is added and the deck is attached to the building, the fire sprinkler system will need to be extended 
to cover the deck area. 
 
The Police Department requests that any existing controls regarding alcoholic beverages on the deck and 
volleyball courts be maintained.  The ADR and rezone approvals do not amend the existing liquor license 
for the property.  The existing liquor license regulations continue, unless amended by Public Safety.   
 
Based on the submitted plans, the proposed fence, retaining wall and volleyball court are shown to extend 
into the 50’ DOT setback.  The applicant provided a copy of the DOT Agreement for Waiver of Damages 
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